9, 4" CAST IRON
PINOLEAKPES | NRS GATE VALVE

FLANGED, ANSI 150, 200 WOG, GREEN
DAYO

BUILT FOR STRENGTH.
ENGINEERED TO LAST.

DAYO NRS Gate Valve is designed for
reliable shut-off performance in a wide
range of industrial and waterworks
applications. Manufactured from high-
quality cast iron, it ensures durability,
corrosion resistance, and long service life
even under tough operating conditions.

RELIABLE SHUT-OFF
Non-rising stem (NRS) design
with solid wedge gate ensures
tight shut-off and minimal
leakage.

DURABLE CONSTRUCTION

Made from premium cast iron
for strength, durability and
corrosion resistance.

HIGH PRESSURE RATING
Rated for ANSI 150 and
200 WOG working pressure.

EASY OPERATION SPECIFICATIONS

Smooth handwheel operation

Product NRS Gate Valve
for quick and dependable Size 4" (100mm)
shut-off. Type Non-Rising Stem (NRS)
Body Material Cast Iron
WIDE APPLICATION Bonnet Material Cast Iron
Suitable for water, oil, gas and WedgaTMatarial Cast Iron
general industrial services. St e Hpss
Seat Ring Cast Iron
Connection Flanged
Flange Standard ANSI 150
APPLICATIONS Pressure Rating ANSI 150, 200 WOG
Working Pressure 200 WOG
i e o  Working Temperature 0°C to 80°C
O H * 6 Coating Green Paint
Brand DAYO
WATER SUPPLY INDUSTRIAL PUMPING OIL & GAS Application Water, Qil, Gas and General Services
SYSTEMS APPLICATIONS SYSTEMS SYSTEMS

MATERIAL SPECIFICATION
Rfafr® T |
STANDARDS COMPLIANCE il

MATERIAL

Body Cast Iron (ASTM A126 Class B)
Bonnet Cast Iron (ASTM A126 Class B)
DESIGN STANDARD FACE TO FACE Wedge Cast Iron (ASTM A126 Class B)
ANSI B16.34 ANSI B16.10 Stem Brass
Seat Ring Cast lron
FLANGE DRILLING TEST STANDARD g'a:fj Eas" :;08 -
acking on-Asbestos
ANSI B16.1 (CLASS 125) API 598 T Eaetiirom
Bolts & Nuts Carbon Steel
Coating Green Paint

QUALITY YOU CAN TRUST. . (632) 8 641 0640
Products engineered for safety, BN sales@pinoleakpes.com

built for perfo ce. i
uilt for performance VALVE SOLUTIONS @ www.pinoleakpes.com




