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SPECIFICATIONS

ECOTECH

ACCURATE - RELIABLE - SUSTAINABLE

4" (100mm)

Cl A126 WATER METER

ECOTECH CI A126 Water Meter is a high accuracy
volumetric water meter designed for measuring the
quantity of potable cold water in pipelines. Manufactured
from high quality cast iron (ASTM A126 Class B), it is
robust, durable and built to ensure long-term reliable
performance. Each meter is factory calibrated and tested
in accordance with international standards to guarantee

@ 9 6 & B

Brand
Model

Size

Material

Type

Connection

Standard

Accuracy Class

Maximum Working Pressure
Maximum Working Temperature
Totalizer

Register

Protection Class

Factory Calibration
Application

Weight (Approx.)

APPLICATIONS

@ Water Distribution Systems
@ Municipal Water Supply

@ Residential & Commercial Buildings

@ Industrial Water Systems
@ Irrigation Systems
@ Water Treatment Plants

ECOTECH

Cl A126 Water Meter

4" (100mm)

Cast Iron (ASTM A126 Class B)
Volumetric, Rotary Piston
Flanged (ANSI B16.1 Class 125)
I1ISO 4064 / AWWA C700
Class B

16 Bar (232 PSI)

50°C

5-Digit (m®) with 1L Resolution
Dry Dial, Magnetic Drive

IP68

Yes (Individually Tested)
Potable Cold Water

41.0 Kg

STANDARDS COMPLIANCE

HIGH DURABLE WATER RELIABLE FACTORY
ACCURACY CONSTRUCTION PROOF PERFORMANCE CALIBRATED
Factaory calibrated Made from high PGS rated Designed for Individually tested

for precise quality cast iron register for long-term and calibrated
measurements (ASTM A126) wet condition semvice life before delivery
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SIZE DN L w H WEIGHT
(mm) (mm) (mm) (mm) (ka)
4" 100 250 220 210 41.0

* Dimensions are subject to manufacturing tolerance.

FEATURES & BENEFITS

@ High accuracy and consistent performance

@ Robust cast iron body for superior durability

@ Low head loss and large flow capacity

@ Removable measuring insert for easy maintenance

@ Magnetic drive transmission for dry dial protection

@ Factory calibrated and tested for guaranteed accuracy

FACTORY CALIBRATED

AT, IS0 AWWA ANSI Drinking Water Every ECOTECH water meter is individually tested and
I\g,g 4064 ‘\\ c700 @ B16.1 :;;1:::1:: calibrated on advanced testing equipment to ensure

accuracy and reliability before leaving the factory.
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