
Size D1 
(NOM) D2 (DIN) D2 (JIS) D2 (ANSI) D3 D4 L H1 H2 W1 W2 DIN

n-Øe
JIS

n-Øe
ANSI
n-Øe

50mm (2") 160.1 120 100 120.4 55.6 99.7 189.7 223.3 98.3 44 32 4-20 4-19 4-19

65mm (2-1/2") 179.8 141.2 140 139.5 68.7 99.7 189.0 247.0 111.6 48.3 32.4 4-18 4-19 4-19

80mm (3") 195.0 156.4 140 139.5 83.9 99.7 238.5 282.6 132.5 51.9 36.3 8-20 4-19 4-19

100mm (4") 228.1 183 150 152.4 103.2 99.7 239.5 319.4 155.4 54.5 44.1 8-20 8-19 8-19

125mm (5") 257 210.9 175 190.5 129.5 139 309.8 368 170.3 66.5 54.6 8-21.5 8-19 8-19

150mm (6") 285.4 238.5 240 241.5 151.1 140.0 309.8 400.8 187.5 73.1 56.4 8-24 8-23 8-22

200mm (8") 342.6 292.4 295 298.5 198.6 140.0 309.8 473.0 230.1 92.0 72.2 8-24 12-23 8-23

TECHNICAL DATA

BUTTERFLY VALVE
PVC

PVC (Polyvinyl Chloride) is a durable, lightweight plastic material known for its
resistance to corrosion and chemicals. ERA's butterfly valves are constructed
from PVC, making them suitable for various applications, including water
treatment, chemical processing, and irrigation systems .

PRODUCT DESCRIPTION:

1. It has good tensile and compressive strength.
2.Low fluid resistance: the pipe wall of PVC-U pipe is very smooth

and the resistance to fluid is very small.
3.Excellent corrosion resistance and drug resistance. PC-U pipe has

excellent and acid resistance, alkali resistance, corrosion resistance
and is not.

SCOPE:

Full port allowing maximum flow and minimum pressure drop or
turbulence.

For use with distribution of pressurized iquids, which are chemically
compatible with piping materials. These valves are ideal for the
following applications: water parks, fountains, aquarium, light-duty
chemical and waste water.

SPECIFICATIONS:

Add a shut off valve to your sprinkler system, irrigation system or
pool.
True union valves have a carrier that can be removed from the piping
system when needed. This allow you to repair or replace the carrier
without completely disassembling the system, saving time and
money.

Compact PVC ball valve is our most economic ball valve solutions.
Offered in socket weld and threaded (NPT)

DIMENSIONS:

Standard: 
Connection:
Material:
Size:
Temperature:
Certificate:

F1970
Socket or Threaded
PVC
50-200mm
Max 60°C/140°F
NSF/UPC

PRODUCT FEATURE:

Lightweight &
Compact
Design

Corrosion &
Chemical
Resistance

Quick &
Easy
Operation

Versatility Cost-
Effective
Solution

APPLICATIONS:

Water Supply and Distribution
Agricultural Irrigation
Chemical Processing
Industrial Processes
Swimming Pools and Water Parks


